


SWAY COLLECTIONP.O.D SWAY COLLECTION

WAVE
SWAY COLLECTION

TOTEM



SWAY COLLECTIONP.O.D

2080mm

74
0m

m

740mm

14
00
m
m

2080mm

74
0m

m

740mm

14
00
m
m

UPHOLSTERED SEAT

BRASS FITTINGS

WOOD BASE 
STAINED BLACK

WOOD BACKREST 
STAINED BLACK

BRASS RODS
2080mm

74
0m

m

740mm

14
00
m
m

TOTEM _FLOOR STANDING

PLAN

ELEVATION

SWING ARMS



SWAY COLLECTIONP.O.D

1840mm

72
0m

m

720mm

71
0m

m

1840mm

72
0m

m

720mm

71
0m

m

SUSPENSION 
HOOKS

BRASS BULLETS

CABLES

UPHOLSTERED SEAT

WOOD BACKREST 
STAINED BLACK

BRASS CAPS

1840mm

72
0m

m

720mm

71
0m

m

TOTEM _CEILING MOUNTED

PLAN

ELEVATION

WOOD BASE 
STAINED BLACK



SWAY COLLECTIONP.O.D

1680mm
(CENTER TO CENTET DISTANCE BETWEEN KADAS)

45
0m

m

FI
N

IS
HE

D
 F

LO
O

R 
TO

 C
EI

LI
N

G
 H

EI
G

HT
(T

O
 B

E 
PR

O
V

ID
ED

 B
Y 

C
LI

EN
T)

TOTEM _CEILING MOUNTED

GUIDE FOR 
SWING 
INSTALLATION 

A. RCC INSTALLATION
B. FALSE CEILING

INSTALLATION

GUIDE FOR 
SWING 
INSTALLATION 

A. RCC INSTALLATION
B. FALSE CEILING

INSTALLATION
GUIDE FOR 
SWING 
INSTALLATION 

A.RCC INSTALLATION
B.FALSE CEILING

INSTALLATION

GUIDE FOR 
SWING 
INSTALLATION 

A.RCC INSTALLATION
B.FALSE CEILING

INSTALLATION

1. CEILING HOOK
    (BRASS KADA)
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1. Fabricate an extension for false ceiling.

(To be done on site by client’s end)

(To be done on site by client’s end)

2. Anchor the extension to the ceiling. 3. Ceiling hook to be attached to the
extension.

4. Hook and the bullets to be added to 
the ceiling hook.

1. Anchor fastner to be fixed in the slab. 2. Ceiling hook to be attached to the
anchor fastner.

3. Hook to be hung on the ceiling 
hook.

4. Bullets to be added to the W-hook

A. RCC INSTALLATION

B. FALSE CEILING INSTALLATION
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